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Tent installation instructions Tent 4m   type Sp38

Pipe dia. 38 mm (Φ) (1895 mm) 

Pipe dia. 38 mm (Φ) 

(1930 mm)

Pipe dia. 38 mm (Φ)  (930mm)  

Triple roof connector 

 dia. 42 mm (Φ)

Quad roof connector 

dia. 42 mm (Φ)

Corner foot

Corner foot

Foot

Entrance foot

roof concentration 

dia. 25 mm (Φ) (320 mm) 


Peg 8x300mm

Peg 6x180mm

Peg 4x180mm

String

Screw M6x35

Screw M6x50

Entrance mounting bracket
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Tent installation instructions Tent 4m   type Sp38

Triple connecto r 

42 mm (Φ) (1200) 

Quad connector 42 mm (Φ) (1200) 

Vertical roof connector 

dia. 25 mm (Φ) (507 mm) 


Horizontal roof connector 

dia. 25 mm (Φ)


Horizontal roof connector 

dia. 25 mm (Φ)


Tube dia. 38 mm (Φ) (1185 mm)  
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STEP 1

The extension tube should be located  

in the third section. 

The tent should be deployed on the flat surface.

F o r  t h e  t e n t s  w i t h  t h e  e v e n  l e n g t h  o f  t h e  s i d e   eg. 8m, 10m, 12m, 20m, 30m, …...



Distribute the parts as pictured below. Connect all the dia. 38 mm (Φ) tubes with the connectors using the M6x50 
screws. 
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F o r  t h e  t e n t s  w i t h  t h e  u n e v e n  l e n g t h  o f  t h e  s i d e  eg. 9m, 11m, 13m, 21m, 31m…...



Distribute the parts as pictured below. Connect all the dia. 38 mm (Φ) tubes with the connectors using the M6x50 
screws. 
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Tent installation instructions Tent 4m   type Sp38

Front Back

Front Back
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the lower part of connectors (4 or 5).

Using the vertical bracket (40) connect the horizontal bracket (10) to the previously assembled parts. 

Fully assembled roof construction should 
look like on the picture above.

Connect roof connectors (A1) and (A2)

with the horizontal brackets (10) using the M6x35 screws.
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